ALBA 


ALBA _ Model 535 

General Description: Seven-transistor, long- and medium-wave port¬ 
able receiver. The receiver uses two modules that require specialised 
servicing facilities. In the event of a fault unsolder the leads and return the 
module to the manufacturer. 

Dismantling: Pull off knobs. Pull cord off pointer. Remove three 
4BA nuts holding chassis. Lift out chassis. When replacing, push cord 
on to pointer set at 2000 m. with gang closed. 

Alignment: For alignment out of cabinet—attach paper clip to cord, line 
up to start with gang closed and use holes in top edge of chassis as shown. 
470 kHz., adjust 4 cores on I.F. module for max. O/P; M.W. 600 kHz., 
500 m. adjust L3 and Li; B/S. 1500 kHz., 200 m. adjust TC4 and TC3; 
M.W. 1500 kHz., 200 m. adjust TC2 and TCi; L.W. 200 kHz., 1500 m. 
adjust L2. 



(F77a) Circuit Diagram—Model 535 (Part) 


It should be noted that earlier models had twisted wire C in place of TC4 and 50 pF. 
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Sensitivity: With signal applied via o-i [mF . to I.F. module pin 5. 470 

kHz. 4 /aV., 1 MHz. 1*5 /zV. for 50-mW. output. 
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(F77b) Circuit Diagram—Model 535 (Continued) 






